
 

 

 

 

 
1. INTRODUCTION 

 

RR-5T, as a timer is specially designed to monitor and control the devices like 

industrial dishes/washing machines that can be enhanced with up to 5 programming 

options within adjustable (0-30 sec.) rinsing time.   

 

2. USAGE OF RR-5T 
 

When the device is energized, it stays on the stand by condition. If in case of “T0” 

terminal is short circuited with one of the T1-T2-T3-T4-T5 terminals, washing 

terminal gives 220V output voltage and washing LED is turned on. The device 

starts counting up to for a time of the selected T stage. At the end of the washing 

time the device will cut down the energy of the washing output and turn the 

washing LED off. After the washing operation, it waits for 3 second and then, 

activates rinse output by turning the rinse LED on. 220V is to be remain active on 

the rinse output. This output will be active until the end of the adjusted rinse time. 

At the end of the adjusted time, rinse output will be passive and the device will 

keep this position until its energy be turned off and on again. Device can operate 

the same function again after having been reset by turning off and on the energy.  

          

             3.     CONNECTION DIAGRAM 
 

 
 

                          Figure -1 Connection Diagram  

 

 

           4.    TECHNICAL SPECIFICATIONS 

 
Operating Voltage (Un) 220VAC  1Phase + 1Neutral 
Operating Range (0.8-1.2)xUn 
Operating Frequency 50/60 Hz 
Washing Output                      220VAC-5A 

Rinsing Output 220VAC-5A 

Washing Time Selections T1 : 40 sec. T2 : 60 sec. 

T3 : 90 sec. T4: 120 sec. T5 : 180 sec. 
Fixed Waiting Time 3 sec. 
Rinsing Time 0-30 sec. (Adjustable) 

Mounting Type Rail Mounted 

Protection Class IP 20 
Plastic Material V0 Nonflammable  
Operating Temperature   -25oC … +65oC 

Weight 265 gr. 
 

    

 

 
 

 

5.     SAFETY & WARNING INSTRUCTIONS 

 
• Turn off power during connection/wiring. 

• Check correct mains voltage/wiring terminal. 

• Installation shall only be performed by qualified personnel. 

• Do not use any solvent or alike for cleaning. 

 

       6.    MECHANICAL DIMENSIONS  

 

 
 

 
 

 

RR-5T 

5 Time Stages Time Relay 
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